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STEP 58.  Remove single 
Nut holding each Bearing/Shells 
assembly on Left Wall.  Coat 
about 4” of the left ends of each 
Power Shaft with grease or anti 
dieze... slide Bearing/Shells as-
semblies back and forth to prop-
erly lubricate both Shaft ends... 
Photo at right. 
 
 NOTE: Above lubrication Step 
avoids rust.. makes Belt & Chain 
replacement  easier in the future!

 
Reposition each Bear-

ing/Shells assembly over its pro-
truding three (3) Bolts on Left 
Body Wall.  Secure all Bolts with 
#HH Nuts - tighten... see Photo 
at upper right. 
  

Align “V” slot in each 
Power Shaft’s left end with mat-
ing #EE Set Screw in its #252 
Bearing... Do not tighten these 
Set Screws at this time... see 
Photo at right. 
 

STEP 59.  Mount a #1629 
Belt Guide on the threaded end 
of each #W Bolt protruding from 
“outside” Arms of Clutch assem-
blys [Tab of Belt Guide fits in Slot 
of Clutch Arm assembly... see 
Photo below & right]. Secure 
each Belt Guide with #JJ Nut.
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NOTE:  This Photo 
is for reference of  
Bearing parts...  it 
appears slightly 

different installed. 

Grease 
or 

Anti-Sieze
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1782 Grill Q Bolts & 
HH Nuts

Q Bolts & 
HH Nuts

STEP 60.  Completely remove 
the #1782 Grill you installed in STEP 14 
above.  Save #Q Bolts and #HH Nuts for 
later reinstallation of Grill. 
 

NOTE:  The next STEP will per-
manently “square” your Body. It may re-
quire you to modestly “pull up” on the 
Body Wall “ends” individually to achieve 
required squareness, but none of the al-
ready tightened Bolts are to be loos-
ened!  
 

STEP 61.  Locate #1645 Body 
Brace on top lip at rear of #1601 Body 
Pan.  Align two slots in lower lip of Body 
Brace with mating slots in top rear of 
Body Pan... loosely secure with two Q 
Bolts and #HH Nuts... Bolt heads on 
top.   

Align the two 5/16” slots in left 
and right vertical “tabs” of #1645 Body 
Brace with mating 5/16” holes in Left & 
Right Body Walls... loosely secure with 
four #Q Bolts [heads on outside of Body 
Wall] and #HH Nuts. 
 
 

STEP 62. “Locate” the #1609 
Spanner’s two 5/16” holes over mating 
5/16” holes in top rear edge of Left & 
Right Body Walls and mating two 5/16” 
holes in top lip of #1645 Body Brace 
below... see Photo right & upper right. 
 

In a similar manner “locate” the 
5/16” holes in #1781 Dash over its mat-
ing 5/16” holes in top middle edge of 
Left & Right Body Walls.  
 

From below, insert #Q Bolt into 
“rear” of these two diagonally located 
mating holes and a #M Bolt into “front” 
of these two mating holes...  Locate 
#1653 Strap over these two protruding, 
mating Bolts. Secure above with #HH 
Nuts... finger tight... check Photo at 
right.
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6-1/4”RR Washer

1638 Rod 1442 Spring 1820 Collar

Centerline

In a manner similar to above, 
from below insert an #M Bolt into re-
maining “mated” 5/16” holes in Body 
Walls and Dash and a #Q Bolt into 
“mated” 5/16” holes in Body Wall and 
Spanner. Install a second #1653 Strap 
over these aligned holes and Bolts.  Se-
cure above with #HH Nuts... finger 
tight... check Photo at right. 
 
 
 
 

STEP 63.  Locate 1/4” square 
holes in rear edge of #1624 Bridge with 
mating 1/4” square holes in top edge of 
Right & Left Body Walls. Secure from 
below with #E Bolts and #NN Nuts... fin-
ger tight... see Photo at right. 

Check your work [STEPS 61 & 
62 above]... when satisfied, fully tighten 
the eight (8) #Q Bolts & HH Nuts and 
two (2) #M Bolts and #HH Nuts. 
 
 

STEP 64.  Locate a #1820 Collar 
6-1/4” from centerline of “right angle 
end” of #1638 Rod... lightly tighten Col-
lar’s set screw. Slide a #RR Washer and 
#1442 Spring over “long end” of Rod... 
see Photo of this Rod assembly at right. 

Make a second #1638 Rod as-
sembly identical to your assembly 
above. 
 

STEP 65.  Insert “long end” of 
each #1638 Rod assembly into it’s “in-
side” 1/4” hole in “lower center” of 
#1624 Bridge. [NOTE: Do not use the 
“outside” holes as it causes misalign-
ment of components.]  
 

Slip “right angle” ends of Rod as-
semblies into 1/4” hole on “outside” face 
of their respective Clutch Handle.  Se-
cure with #910 Hitch Pin... NOTE: only 
one Hitch Pin visible in Photo at right.

Clutch Handles

910 
Hitch Pin

1638 Rod 
assembly

1624 Bridge

Inside 
1/4” holes
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1653 Strap

Q Bolt & 
HH Nut

M Bolt & 
HH Nut

E Bolt & NN Nut

E Bolt & NN Nut

1624 Bridge
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BUILDER’S NOTES
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