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Release Paper

Decal 
[adhesive 

side]

adhesive edge

cut linesDecal 
Sheet 
4113

forward end

rearward  end

expose 1/8 to 1/2” 
of adhesive face

3/4”1/8” adhesive edge

1783A Hood

1/2” hole

STEP 11.  Following “cut lines”, cut 
out and lay #L1 Decal face down on flat sur-
face and slowly [and totally] remove its Re-
lease Paper... Replace Release Paper but 
offset it to expose 1/8” to 1/2” of the adhe-
sive side of the Decal... Photo at right.  
NOTE: Don’t stretch Decal, it will not come 
back to original size. 
 

On left side of #1783A Hood, locate 
forward end of your #L1 Decal’s adhesive 
edge  at the top of the 1/2” hole & 3/4” for-
ward, and the rearward end of adhesive 
edge 1/8” over rearward slot...Photo right. 
 

Slowly rub and smooth the full lower 
edge of your Decal to hold it in position. 
Once secure in position, allow remainder of 
Decal to come toward you.  Pull down on 
Release Paper and fully remove it... see 
Photo above right. 
 

Working back and forth from the 
bottom of the Decal up, smooth out your 
Decal into its final location. Using “razor 
knife”, trim the front and rear edges of 
Decal to match mating edges of Hood. 
 

STEP 12. Using  procedures from 
STEP 11 above, apply #L2 Decal to left side 
of #1783 Hood.  
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Cut edges with razor knife
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  STEP 13.  Remove the #D Bolt, 
#FF Nut, and #1354 Clip installed in 
STEP 24 of KIT-C [page C11] to expose 
the 3/16” hole in #1781 Dash... save 
parts. 

With pencil, lightly layout the 
“right angle” shown in dotted lines in 
Photo at right. 
 

Cut out the #L9 Dash Decal from 
your sheet of Decals (see below). Cut 
out the “white square” in center of #L9 
Label. Remove backing paper and 
apply decal into “upper right corner” of 
“right angle” penciled in above... see 
Photo at right. 
 

With razor-knife trim off the left 
edge of Decal to match #1781 Dash.

1/4”

1-5/8”

Remove #D Bolt, 
#FF Nut and 
#1354 Clip

“cut-out” over 
3/16” hole

“upper right corner” 
of #L9 Decal

1781 
Dash

1781 
Dash

3/16” hole
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right angle

�  Wait for all movement to stop before per-
forming any tractor service or adjustment.

BEFORE LEAVING SEAT:

1) Put all track drive controls in neutral.
2) Lower attachments or implements.
3) Disengage all attachment drives.
4) Engage and lock Parking Brake.
5) Shut off engine and remove key.

NEVER park tractor with tracks down-
hill. Always park with tracks cross-
ways to an incline and firmly engage
Parking Brake!

DANGER - Engine produces carbon
monoxide, which is an odorless
deadly poison gas!  DO NOT operate
tractor in an enclosed area!!

Failure to follow the above instruc-
tions may result in personal injury
to operator or bystanders!

Safety Recomendations
�  Seat Safety Switch prevents engine start-

ing in an unsafe condition and also stops en-
gine if operator leaves his seat. DO NOT elec-
trically bypass or put heavy objects on seat to
defeat this Safety Switch.

�  To avoid bodily injury, operate all tractor 
and attachment controls from the operator’s
seat.

�  Avoid turns, rough terrain and slopes that
may cause tipover.

�  Keep all shields in place and stay clear of
power driven parts.

�  Learn to operate your equipment in a safe,
level, open area away from people and pets.

�  Always look behind tractor before backing
up.

�  Never carry riders.

� Know all controls.
Continued
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REAR   HITCH

FRONT   HITCH PARKING   BRAKE

LOCK RAISE LOWER
Secure with

optional
LOCKBOLT

LOWER RAISE LOCK
LOCK (Down)

ENGAGE (pull up)

CAUTION
Sharp Tracks below - Keep Hands & Feet Away!

CAUTION
Sharp Tracks below - Keep Hands & Feet Away!

CAUTION
� Park on level ground whenever possible.  � When parking on
a grade, position tractor at right angles to slope.  � Lower all
attachments � Put all controls in neutral � Engage Parking Brake!

#4114
RS196K - Labels #2

CHOKE

STARTER

THROTTLE

IGNITION

PULL  OUT

PULL  
STRAIGHT

OUT

START / RUN

STOP

Read Operator’s Manual for proper
training and safety recommendations.
Follow all CAUTION, WARNING and
DANGER labels.  

CAUTION Avoid Injury!

C. F. STRUCK CORP.
www.Struck-Kit.com

info@StruckCorp.com
(262)377-3300
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Replace D Bolt, 
FF Nut and 
1354 Clip

STEP 14.  Replace #D Bolt, #FF 
Nut, and #1354 Clip. Reassemble  and 
readjust #4126 Throttle Control assem-
bly per instructions you previously used 
in STEPS 25 & 26 in KIT-C [pages C10 
& 11]. 
 

STEP 15.  Using the  Photos 
below as a guide, locate and install the 
remaining Decals and Foot Pads from 
#L1 thru #L19 and Foot pads #904A & 
#904B. 

Also install the #2060 Handgrips 
on Steering Levers and Brake Handle 
... see Photos below.

F11

L9

2060

L15
L13

L14

#904A  Foot  Pad: 
Locate at position on Left 
Fender where at Operator 
will naturally place his left 
foot  getting on his MINI-
DOZER®. Place second 
#904A Pad in similar loca-
tion on Right Fender. See 
Photo at right.

#904B Foot Pad: Re-
quires one for each Fender. 
[Formed by cutting one (1) 
#904A Foot Pad (below) into 
two halves with sharp knife] 

FINAL DECAL POSITIONS

L19

   Specific Decal locations are the “builder’s  choice” 
but we do recommend (see below) areas where we 
feel they are more appropriate and others where we 
consider necessary for operator safety!
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& size.
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BUILDER’S NOTES
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