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   D1060UG 
Photo 5 
 
29   Cylinder (1) 
1283   Cylinder (4) 
1522   Cylinder (2) 

1283

1283

1283

1283

1522

29
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B612 
Bucket Kit

[001536]

STEP 1.  Drive out the #244 Press Pins securing one end of each of 
the two (2) #1291 Pivot Pins... see Photo above. 
 
STEP 2.  Drive out the two (2) #1291 Pivot Pins and release the 
Bucket... see Photo above. 
 
STEP 3.  Install “new”  Bucket and secure in same way as previous 
Bucket with #1291 Pivot Pins and #244 Press Pins... see Photo above. 
 
NOTE: Both #244 Pins [on one side] are trapped by Anti-Rotational 1/2”  
Washers so that #244 Pins can’t rotate. 

Backhoe Bucket Kit 
B612

Backhoe Bucket 
Removal & Replacement

1291

244

Anti-Rotational 
1/2” Washers

1291
244

Bucket Teeth
[000009H]
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Frost/Chisel Tooth Kit 
BR50

143 

1520 
Mount 

Assembly 

000142 Bracket (2) 
000143 Chisel Tooth (1) 
000144 Ripper Tooth (1) 
001520 Mount (1) 
 
 
 
AA 1/2-13x2 G5 Bolt (2) 
BB 1/2-13x3-1/2 G5 Plow Bolt (2) 
AK 1/2-13 Spin Lock Nut (4)

144 “forks” 

STEP 1.  Drive out the #244 Press Pins se-
curing each of the two (2) #1291 Pivot 
Pins... see Photo above. 
 
STEP 2.  Drive out the two (2) #1291 Pivot 
Pins and release Bucket... Photo above. 
 
STEP 3.  Install #1520 Mount in identical 
manner as Bucket was installed... secure 
in same way with #1291 Pivot Pins and 
#244 Press Pins... see Photo at right. 

1520 
Mount 

Assembly 

244 

244 

1291 

1291 

Note: #244 Pins [above] 
are located against Anti-
Rotational 1/2” Washers 
to resist rotating!

Anti-Rotational 
1/2” Washers 

142 

Qty.DescriptionPart #

Qty.DescriptionRef. #
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“fork” “fork” 

142 

BB 

BB 

AK 

AK 

AA 

AA 

AK 

AK 

142 
143 

Chisel 
Tooth

1520 
Mount 

Assembly

“fork” 

144 
Ripper 
Tooth 

“fork” 

STEP A.  Following Photo at right closely, 
lay #143 Chisel Tooth against the two 
“forks” matching the curve of the Chisel 
Tooth with curve of “forks”. 
 
STEP B.  Align two (2) holes in Chisel Tooth 
with mating slot formed by the two “forks”.  
Insert #BB Plow Bolt into each 1/2” hole of 
Chisel Tooth and through “forks”... secure 
behind with #142 Brackets and #AK Lock 
Nuts... tighten.  
 
 
 
 
 
 
 
 
 
 
 
 
STEP A.  Following Photo at right closely, 
slip the top of the “slotted end” of the #144 
Ripper Tooth between the two “forks” of the 
#1520 Mount Assembly. 
 
STEP B.  Align the 1/2” slots in Ripper Tooth 
with matching 1/2” holes in “forks” of #1520 
Mount Assembly.   
 
Slip #AA Bolts into these aligned 1/2” slots 
and holes and secure on reverse side with 
#AK Nuts. 
 
 
 
NOTE:  You may use the lower two 1/2” 
holes to give the Ripper Tooth a different 
working angle.

Chisel Tooth Installation

Ripper Tooth Installation

1520 
Mount 

Assembly

Lower two 
1/2” holes

NOTE: 
Only for use on the 

D1060, D1060UG & D1065 
Backhoes.
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Rock/Debris Thumb Kit 
RT24

001587 Adjustable Rock Thumb Assembly (1) 
001588 Support Brace (2) 
 
BOLT-1/2-50 1/2-13x4-1/2 Bolt AF (4) 
NUT-1/2-223 1/2-13 Nylon Lock Nut LL (4) 
WASH-1/2-264 1/2 Flat Washer VV (8)

1587
Rock 

Thumb 
“ears”

1588 1588

AF

AF

AF

VV

LL

LL

LL

VV

VV

VV

VV

Reference # Qty.DescriptionPart #

RT1150 Attachment Manual Version - 01.01.23.qxp_RT1150 Attachments  6/21/23  1:05 PM  Page 85



86

VV

VV
AF

AF

1588 
“top” Support Brace 

[“lower” Brace 
not shown]

1587 1587

1535 
Dipper 

Arm

Loosen #AF Bolts... 
Slide Rock Thumb 

forward or back 
...tighten #AF Bolts!

1587 
Rock 

Thumb 
“ears”

  STEP 1.  Slip #1587 Rock Thumb 
“ears” around “lower end” of #1535 
Dipper Arm.  Slip #1588 Support 
Braces between Rock Thumb “ears” 
top and bottom. 
 
 
 
  STEP 2.  Slip a #VV Washer over 
ends of four (4) AF Bolts. Insert them 
into the 1/2” holes provided in Rock 
Thumb “ears”. Have each Bolt go over 
and cradle the right angle end of  their 
respective #1588 Support Brace top 
and bottom. 
 
 
 
  STEP 3.  Secure end of each #AF 
Bolt with #VV Washer and #LL Nut... 
leave loose. 
 
 
 
 
 
 
 
 
 
 
 
  STEP 4.  By “experimentation”, deter-
mine location [forward or back] of Rock 
Thumb “ears” to accommodate the 
general size of objects you plan on 
picking up and moving. When satisfied 
with location fully tighten all four (4) 
#LL Nuts... see Photo at right.
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